
Please call or e-mail us for more product informations: 800-637-6461 Toll Free, solutions@sharewell.com

Sharewell's TruTracker System provides an accurate determination of the location of the drill bit during drilling 
operations, even in areas of magnetic interference.

This precise location of the drill bit is independent of the driller's survey calculations. Information provided is not 
affected by limited amounts of outside magnetic interference.

TruTracker is designed for application in pipeline river-crossing, utility and environmental drilling. It is used in 
conjunction with Sharewell's downhole Magnetic Guidance System (MGS). TruTracker is a surface monitoring and 
signal-inducing system which communicates with the downhole MGS probe to determine the probe's position.

The TruTracker System allows the driller to operate with known positions and remain on course in areas which 
previously had to be drilled "blindly."

Boring with critical exits can now be performed with confidence when using the TruTracker System.

Equipment Required:

    * Magnetic Guidance Probe (MGS) and interface, computer, printer and software
    * Current control box
    * Sufficient wire to construct coils (AWG #6 or #8 depending on depth and length of coils), tape measure and stakes
    * Two-way radio
    * Means to determine elevation (can be read off section plot, if accurate)
    * DC power source (DC welder is suitable) 

Accuracy:

    * TruTracker is accurate to ± 2% of the vertical depth of the borehole. 

– Heavy duty wire – 8 gage, 10 gage
– Crimps
– Crimping tool
– Wire stripper
– Non-magnetic extension bars
– Wireline spiders
– Shim set
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